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FOREWORD

A new, rapid and precise thermogravimetric analysis (TGA) technique has been
developed for the analysis of AgO-Ag2O-Ag mixtures from silver oxide-zinc
cells. The method is described, and the data obtained for cathode material from
a variety of sources are presented. In addition, the initial findings of a
comparison of the TGA technique with the Wagner titration method, a wet chemical
analysis method, are given. Funding for this work was provided by NAVWPNSUPCEN,
Task Number AA 1711904/37LM/2R33JB701.
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INTRODUCTION

Alkaline silver oxide-zinc batteries, both primary and secondary, have found
widespread use in military applications. The silver oxide cathode has also found
use in other battery systems. A well documented problem in the use of silver
oxide cathodes is the degradation of the silver (II) oxide active cathode
material. To a lesser extent, the silver (I) oxide present in electroformed
cathodes also degrades. The rate of degradation of both oxides depends on the
method of preparation and is a function of several parameters including time and
temperature.

In this paper we report the development of a new thermogravimetric analysis
(TGA) technique for determining the AgO, Ag20, and Ag content of silver oxide
cathode material. Also, the technique is compared with the currently accepted
method of silver oxide cathode analysis, the Wagner titration method.I"

TGA METHOD

Several methods of analysis have been proposed and are in current use for

the determination of silver-silver oxide mixtures: 1) chemical titration, 2)
isothermal decomposition, 3) gasometric methods, 4) electrochemical or chemical
methods, and 5) X-ray diffraction. The chemical titration methods proposed by
F. Jirsa1 and R. D. Wagner2 involve several analysis steps for determination

of the three components. The crucible method,3 an isothermal decomposition
method, and a modification of this method proposed by J. J. Lander4 involve two

1Klausmeier, R. E., Ed., An Analytical Method for the Determination of
Argentic Oxide (AgO) and Silver Oxide (Ag7O) in Zinc-Silver Oxide Batteries,
Report No. QE/C 61-44, QEL/NAD, Crane, Indiana, Mar 1961, p. 2.

2Wagner, R. D., A Method for the Quantitative Analysis of the Silver Oxide

Cathode, NOL TR 64-214, Aug 1965.

3Klausmeier, Determination of Argentic Oxide (AgO) and Silver Oxide (Ag7O).

4 Lander, J. J., Bourne, W. C., and Logsdon, J. W., Report on Positive Plate
Analyses of Cells from Minuteman Zinc-Silver Oxide Reserve Batteries,
AFAPL-POE-76-19, Aug 1976.

5
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isothermal decompositions in an air atmosphere. In the gasometric method,
proposed by F. M. Bowers, et al., 5 the oxygen evolved upon isothermal
decomposition of the oxides is measured at four different temperatures. Other
electrochemical methods such as coulometric titration have been suggested. The
basic problem with the possible electrochemical or chemical methods is that the
sample composition changes during the course of analysis. All of these methods
require several hours for sample preparation and complete analysis, and many
involve tedious measurements afid complex apparatus. X-ray diffraction analysis,
though less time consuming, is accurate to only ±OZ. Furthermore, it is
believed that X-rays may decompose the silver oxides.

In an attempt to discover a more rapid, precise method of analyzing
silver-silver oxide mixtures, we explored thermogravimetric analysis (TGA). TGA
is a technique in which the change in sample mass is measured as a function of
temperature. It is a well-established analytical method6 for substances or
mixtures which either decompose into or react with a gas, with a resultant change
in mass. In the study of silver oxide cathode material, oxygen is liberated upon
thermal decomposition of both silver (I) and silver (II) oxides.

2 AgO -* Ag2 0 + 1/2 02 (1)

g20 -* 2 Ag + 1/2 02 (2)

Our measurements showed that the temperatures of maximum decomposition rates were
near 460K (187C) for AgO and near 630K (357C) for A920. This large
temperature separation was the basis for the quantitative analysis of
three-component AgO, Ag2O, Ag mixtures by TGA.

Previous TGA techniques for AgO, Ag20, Ag mixtures7'8 were based on the
isothermal decomposition of samples in an air atmosphere. Samples were held at
two preselected temperatures until the decomposition of each oxide was judged to
be complete. The major problem with these techniques was the complication
introduced by the small but measureable and well-known simultaneous decomposition
of the two oxides at temperatures between those of their maximum decomposition
rates. The long analysis time (2-4 hrs.) required for these methods rendered
them unsuitable for our purposes.

5Bowers, F. M., Wagner, R. D., Berlat, N. R. and Cohen, G. L., The
Decomposition of Argentic and Argentous Oxides in Concentrated KOH Electrolyte,
NOL TR 62-187, Apr 1963.

6Wendlandt, W. W., Thermal Methods of Analysis, (New York: John Wiley & Sons,

Inc., 1974), pp. 99-133.
7Klausmeier, Determination of Argentic Oxide (AgO) and Silver Oxide (AgO).

8Lander, et al., Positive Plate Analyses of Cells from Minuteman.
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To address these problems, we developed a technique employing a DuPont 1090
Thermal Analysis System with a 951 Thermogravimetric Analyzer (TGA). The major
advantage of this technique is that the mass change as a function of temperature
is continuously monitored throughout both decompositions, yielding a TGA
'"signature" for the sample. In an attempt to solve the simultaneous
decomposition problem discussed earlier, it was found advantageous to monitor the
first derivative of the mass change with time, in addition to the primary TGA
curve. Since the derivative curve is a measure of the decomposition rate, we
theorized that the minimum in the curve should correspond to the point of minimum
decomposition rate of both oxides. This point was therefore chosen as the best
approximation for the completion of AgO decomposition and the initiation of
Ag20 decomposition (See Figures 4 and 5). We used this data point together
with the initial and final sample weights for calculating the composition of AgO,
A920, Ag mixtures. A derivation of the equations used to calculate the
composition is presented in Appendix A.

DSC METHOD

Differential scanning calorimetry (DSC) was studied as a complementary
method to TGA. DSC is a technique in which the heat flow into or out of a sample
is measured as a function of temperature. In DSC, all changes in the enthalpy of
the sample, not just those associated with a mass change, are measured.
Furthermore, transition temperatures can be determined more accurately with DSC.

EXPERIMENTAL

A DuPont 1090 Thermal Analysis System with a 951 Thermogravimetric Analyzer
(TGA) and a Differential Scanning Calorimeter (DSC) was used for this study. TGA
and DSC were run over a temperature range of 303K to 823K (300 to 550 0C) at a
heating rate of 20K/min in a flowing atmosphere (40 ml/min) of dry argon. TGA
samples were run in platinum boats. DSC samples were weighed on a Cahn
Electrobalance (Model G) and run in uncovered aluminum pans. The TGA was
calibrated with calcium oxalate (CaC204 * H20), and the DSC was calibrated
with standard pure indium metal. Typically, a TGA run using the new method,
including sample preparation and data analysis, was completed in less than one
hour.

The samples were silver metal, "pure" silver oxides, mixtures of these, and
samples of silver oxide cathode material obtained from various battery
manufacturers. Silver (I) oxide was supplied by Fisher Scientific Co.
(purified), Alfa Products (99%), and Metz Metallurgical Corp. (99.6%). Silver
(II) oxide was obtained from Alfa Products (94%) and Metz Metallurgical Corp.
(95Z). Powdered silver metal was supplied by Fisher Scientific Co.

* 7
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Samples of cathode material were prepared by removing all of the active
material from the current collector, mixing it, and then using portions of this
homogeneous material. Sample sizes for TGA and DSC were typically 70-80 mg and
10 mg, respectively. The precision of weighing was +0.01% for TGA and +0.1% for
DSC.

Four samples of cathode material were analyzed by both TGA and the Wagner
chemical titration method.9 The Wagner method was performed at NWSC, Crane,
Indiana. In addition, NWSC performed a standard acidification/gasometric
analysis technique for the determination of Ag2CO3 as CO2.

RESULTS AND DISCUSSION

TGA curves of AgO, Ag20, and Ag are presented in Figure 1. (The Ag20
and AgO samples described below were all obtained from Metz Metallurgical Corp.)
The curve of Ag is featureless, as expected, showing the absence of any oxidation
of the silver sample. The slight apparent mass increase (0.06%) is caused by a
buoyancy effect as the argon purge gas is heated and its density decreases. The
total mass loss on the AgO curve (13.10%) is in good agreement with the
calculated value of 12.92% for pure AgO. The mass losses for the two
decomposition steps of pure AgO are theoretically identical (equations 1 and 2).
Thus, the completion of the first decomposition process is theoretically located
on the curve near 93.50% (or 6.5% oxygen loss at approximately 360*C). On the
Ag20 curve,.the total mass loss (7.10%), again, agrees well with the calculated
value of 6.90% for pure Ag20. A small mass loss (0.10%) beginning at about
160C is visible on the curve from the decomposition of the AgO impurity in the
Ag20 sample. This small mass loss is more evident in the derivative curve.

A typical TGA curve of a mixture of AgO and Ag20 is shown in Figure 2. By
choosing the point at which the decomposition of AgO to Ag20 was complete
(Figure 1B), 360*C, the composition of the mixture was determined. The Ag20
decomposition portion of the curve has an inflection that is more clearly seen as
a dual peak in the derivative curve. This phenomenon has been attributed to the
difference in particle size of the two "types" of Ag20 in the sample, the
Ag20 formed from the decomposition of AgO (peak 1) and that initially present
(peak 2). Their decomposition temperatures can differ by as much as 20*C. The
same temperature shift in the derivative peaks is seen by comparing Figures 1B
and IC. The final horizontal plateau is reached upon total decomposition of the
sample to metallic silver.

It was found that silver catalyzed the decomposition of Ag20.
Decomposition began at progressively lower temperatures (Figure 3) as the silver
metal content was increased. Because the silver powder was more dense and larger
in particle size than the two oxides, uniform ternary mixtures were difficult to
prepare and sample. For this reason, silver was excluded from mixtures of the
two oxides during this part of the study to verify the procedure.

9Wagner, Quantitative Analysis of the Silver Oxide Cathode.
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A typical TGA curve and its derivative for a sample of active cathode
material taken from a silver oxide-zinc cell are shown in Figure 4. The AgO
decomposition portion of the curve has a small inflection in the area of maximum
decomposition rate which is more clearly depicted on the derivative curve. The
inflection was present only in cathode material samples. This small inflection
is caused by the decomposition of the Ag2CO3 impurity present in these
samples.

Ag2CO3 -A* A920 + CO2  (3)

The non-horizontal plateau from about 2200 to 380C is a result of the slow,
simultaneous decomposition of the two oxides in this temperature range. This
continuous decomposition is also shown by the derivative curve in which there is
always a measurable rate of decomposition in this range. In Figure 5, an
enlargement of the derivative is shown corresponding to the non-horizontal
portion of the curve. A smooth curve was drawn through this enlarged portion of
the derivative; the first weight loss was then chosen at the temperature of
minimum decomposition rate (320C). The equations derived in Appendix A were
then used to calculate the composition of the sample from the TGA curve (Figure
4). Because of the temperature shift of the Ag20 decomposition portion of the
curve in the presence of silver metal, the temperature of minimum decomposition
rate no longer falls at 360*C, as for pure Ag20 and AgO (Figure 1).

The precision of the method was verified by running five samples taken from
a homogeneous mixture of cathode material. As seen in Figure 6, the five TGA
l"signatures" for the powder are almost inseparable. This is further shown in
Table 1 which gives the composition of each sample and the calculated average
composition.

Figure 7 shows TGA curves for silver oxide cathode materials supplied by
several battery manufacturers. The wide range of compositions, as determined
from the TGA curves, is a result of differences in storage conditions, age, and
manufacturing processes. The figure is provided to exemplify the ease with which
the AgO content of various cathode materials may be distinguished. In sample D,
for example, the large initial weight loss indicates a large amount of AgO while
the smaller initial weight loss for sample A indicates a much smaller amount of
AgO present in the sample. The amount of AgO in a cathode is important in terms
of maintaining an acceptable capacity level of a battery. Typically, chemically
prepared cathode materials have much higher AgO content and better shelf lives
than do electrochemically prepared cathodes;l 0 however, chemically prepared
cathodes do not generally discharge well in high rate applications.

A limited number of experiments have been performed to determine the
accuracy of the TGA method. In these tests, four samples were independently
analyzed by the TGA method and by the Wagner titration method. The results of
these tests are shown in Table 2.

10Bowers, F. M. and Gubner, E., "The Shelf Life of Unactivated Dry-Charged
Zinc-Silver Oxide Cells," Fleischer, A. and Lander, J. J., Ed., Zinc-Silver
Oxide Batteries (New York: John Wiley & Sons, Inc., 1971), pp. 347-367.

12
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TABLE 1. PRECISION OF THE TGA TECHNIQUE FOR CATHODE ANALYSIS

Sample 2 g Ag7,O%

1 44.60 36.36 19.04

2 44.13 36.93 18.94

3 43.05 38.96 17.99

4 42.58 39.25 18.17

5 42.74 39.54 17.72

Average 43.42 38.21 18.37

Std. Dev. 0.90 1.46 0.59

16
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TABLE 2. COMPARISON OF SILVER OXIDE ANALYSES BY TGA AND WAGNER METHODS

SAMPLE METHOD % AgO Z Ag7O % Ag972O3

W TGA 43.28 36.07 20.65
WAGNER 36.68 33.82 22.48 5.64

X TGA 43.98 40.56 15.46
WAGNER 41.30 34.71 18.11 4.95

Y TGA 38.56 44.03 17.42
WAGNER 37.60 36.06 20.88 4.32

Z TGA 99.92 --- 0.08
WAGNER 98.26 0.03 1.02

18
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Because the temperature ranges of decomposition for AgO and Ag2CO3
overlap, it is impossible to accurately analyze a mixture of these two substances
solely by the current TGA method, especially when the latter is present at
impurity levels. The correlation between the TGA and Wagner methods is best for
the A determination. However, the AgO determination by TGA is too high because
the Ag2CO3 determination was neglected; the mass lose from the Ag2CO3
decomposition (CO2 evolution) was included in the AgO decomposition (02
evolution) mass loss. The Ag 2 0 result for TGA would be higher if the
A92CO3 was accounted for, causing an even larger discrepancy between the TGA
and Wagner method results. Therefore, efforts are being directed toward further
development of the TGA technique to include analysis for Ag2CO3.

Typical DSC curves of AgO and Ag2 0 samples with the corresponding TGA
curves are shown in Figures 8 and 9. There is excellent agreement between the
decomposition temperatures on the DSC and TGA curves, although the temperature
determination of thermal transitions is inherently more accurate in DSC because
of the excellent thermal contact between the sample and the thermocouple. It is
seen that the decomposition of AgO is exothermic, whereas Ag20 decomposes
endothermically. In principle, the exothermic or endothermic enthalpy of a
transition in DSC can be used to calculate the amount of the substance undergoing
the transition. However, the measurement of mass changes in TGA is generally
much more accurate than the measurement of enthalpic changes in DSC.

In Figure 10, typical DSC and TGA curves of silver oxide cathode material
are shown. The effect of the carbonate impurity on these curves is clearly
seen. On the TGA curve, the small inflection at about 200*C is caused by the
decomposition of the Ag2CO3 in the same temperature range as the AgO
decomposition. This is also seen as a shoulder on the AgO decomposition
derivative peak. On the DSC curve, the endothermic decomposition of the
Ag2CO3 is seen to be superimposed on the exothermic AgO decomposition peak.

Obviously, the mats lose from the evolution Of C02 from-the decomposition
of the A 2 CO3 impurity causes an error in the determination of the silver

oxide composition of the sample. Methods for analyzing AgJCO3 in the
presence of AgO by thermal analysis have been reported.ll 2 We are presently
developing procedures to adapt the TGA technique for determining Ag2CO3 at
impurity levels in silver oxide cathode material.

"lBarnes, P. A. and Tomlinson, R. H., "The Use of DTA in the Analysis of Silver
(II) Oxide for Carbonate Impurity," Journal of Thermal Analysis, Vol. 7, No. 2,
1975, pp. 469-74.

12Barnes, P. A. and Kirton, E., "The Development and Application of an
Ultra-Sensitive Quantitative Effluent Gas Analysis Technique," Analytical
Calorimetry, Vol. 3, 1974, pp. 57-67.
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CONCLUSIONS

The present study has demonstrated the utility of a newly developed, rapid
and precise TGA method for analysis of mixtures of AgO, Ag20, and Ag as found
in cathodes of silver oxide-zinc cells.

The characteristic TGh "signature" provides an extremely useful method for
comparison of samples having varied histories of preparation and storage. In
addition, after further work to establish the accuracy of the method, this
technique may be suitable for use as a quality control tool where active cathode
material composition limits may be imposed during manufacture of cathode plates
or powder.

A method for the simultaneous determination of carbonate impurity in silver
oxide samples, using the new TGA technique, is presently under investigation.

23
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APPENDIX A

DERIVATION OF EQUATIONS RELATING COMPOSITION OF AgO,
A920, Ag MIXTURES TO THE TGA CURVE

Mixtures of solids which decompose to form volatile products may be
conveniently analyzed by the TGA technique, provided'the decomposition of each
component occurs at a different temperature. The resulting TGA curves can be
analyzed using a set of simultaneous equations which describe each decomposition
process. Figure A-l gives a theoretical TGA curve for mixtures of silver metal
and the silver oxides. Using the curve, variables may be defined and the set of
simultaneous equations derived. The solution to these equations provides the
relationship between the TGA curve and the components in the original sample.

Three assumptions were made in the derivation of the equations. First, each
oxide must be stoichiometric in composition. Second, the mass loss associated
with the decomposition of either oxide is directly proportional to the amount of
the oxide in the original sample; however, the proportionality constants differ
for the two oxides. Finally, the only components in the mixture are AgO, Ag2O,
and Ag. Using these assumptions, the derivation of the relationship between
weight loss upon decomposition of the mixture and its initial composition can be
made.

Based on the decomposition reactions (1) and (2), two equations may be
written to describe the weight loss associated with each component.

2 AgO -A Ag20 + 1/2 02 (A-1)

Ag20 - 2 Ag + 1/2 02 (A-2)

The oxygen loss associated with the decomposition of AgO is defined as AWI and
is represented as

N
la 0 W1 . O AgO (A-3)

where MO is the atomic weight of oxygen, MAgO is the molecular weight of AgO
and WAgo is the mass of AgO in the sample. Substituting the known values of
M0 and MAgO,

AW1 - 0.06458 WAgO (A-4)

The second mass loss, AW2 , results from the decomposition of Ag2 0. There are

two sources of Ag20 in the sample. The first source of Ag20 is simply the

A-1
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A920 initially present in the sample; the second source is from the
decomposition of AgO. Thus, the value of AW2 has two components and may be
written as:

M M
Aw 0 W + 0 W
2 x"o A90 o °

4 og o20 (A-5)

where MAg20 is the molecular weight of A920 and WA 2 0 is the mass of

A420 initially in the sample. Substituting again for MO, MAgo, and
M4i20:

AW2 - 0.06458 WAg 0 + 0.06904 WAG 20 (A-6)

The total mass loss, AW, is then given by the sum of AW1 and AW2 :

4w - AW1 + AW2

AW - 0.12916 WAgo + 0.06904 WAg2 0 (A-7)

Converting to percentages and letting Xl equal the percent of the first weight
loss and X2 equal the percent of the total weight loss, the percent composition
of the cathode material may be given as follows:

Xl - 0.06458 (% AgO) or

Z AgO - 15.485 X1, (A-8)

X2 - 0.12916 (% AgO) + 0.06904 (Z A20) or

Z A20 - 14.484 (X2 - 2X1), and (A-9)

Z Ag - 100 - (% AgO + % A20). (A-10)

Note that the percent silver metal is determined by difference.

A-3/A-4



NSWC TR 82-420

DISTRIBUTION

Copies Copies

Naval Sea Systems Command Naval Electronics Systems Command
Attn: Code SEA 09G32 1 Attn: Code PME 124-31

Code SEA 03B 1 (A. H. Sobel) 1
Code SEA 63R32 1 Washington, DC 20360
Code SEA 5433 1
Code SEA 0841B Naval Weapons Support Center

(J.R. Cipriano) 1 Attn: Code 305 (D. Mains) 1
Code PMS-400 (R. D. Cuddy) 1 (M. R. Wilkerson) 1

Washington, DC 20362 (R. W. Martin) 1
Crane, IN 47522

Office of Naval Research
Attn: Code 715 (Library 1 Naval Plant Representatives

Code 413 (G. A. Neece) 1 Office
Code 413 (J. J. Smith) 1 LockheedMissile and Space

800 North Quincy Street Company, Inc.
Arlington, VA 22217 1 Attn: Code SPL 43 (A. Wilmoth) 1

SPL 4312 (C. Wasano) 1
Naval Research Laboratory P. 0. Box 504
Attn: Library 1 Sunnyvale, CA 94086
Washington, DC 20390

Strategic Systems Project Office
Naval Weapons Center Attn: Code NSP 27332 (G. Waldeck) 1
Attn: Dr. Aaron Fletcher 1 Washington, DC 20376
China Lake, CA 93555

Headquarters, US Army Material
Naval Ocean Systems Center Development & Readiness Command
Attn: Code 6342 (L. Johnson) 1 Attn: Code DRDCE-L 1

Code 6343 (S. Szpak) 1 5001 Eisenhower Avenue
San Diego, CA 93152 Alexandria, VA 22333

Naval Underwater Systems Center US Army Electronics Command
Attn: Code 36301 (R. Lazar) 1 Attn: Code DRSEL-TL-P

Code 36123 (J. R. Moden) 1 (Dr. S. Gilman) I
Newport, RI 02840 Fort Monmouth, NJ 07703

David W. Taylor Naval Ship Harry Diamond Laboratory
R&D Center Chief, Power Supply Branch

Attn: Code 271R (M. A. Gawitt) 1 Attn: Code DRXDO-RDD
Code 2723 (A. B. Neild) 1 2800 Powder Mill Road
Code 2724 (J. Woerner) 1 Adelphi, MD 20783

Annapolis, MD 21402

Cl)



NSWC TR 82-420

DISTRIBUTION (Cont.)

Copies Copies

Edgevood Arsenal Hughes Aircraft Company
Attn: Library 1 Attn: Dr. L. H. Fentnor 1
Aberdeen Proving Ground, MD 21010 Aerospace Groups

Missile Systems Group
AF Wright Aeronautical Laboratory Tucson Engineering Laboratory
Attn: Code POOC-1 (W. S. Bishop) 1 Tucson, AZ 85734
Wright-Patterson AIB, OH 45433

Lockheed Missile & Space
Defense Technical Information Center Company, Inc.
Attn: Library 12 Attn:. Code 81-65/153 1
Cameron Station (R. R. Carlen)
Alexandria, VA 22314 P. 0. Box 504

Sunnyvale, CA 94086
National Aeronautics & Space

Administation. Lockheed Missile & Space
Attn: Code RTS-6 (J. H. Ambrus) 1 Company, Inc.
Washington, DC 20546 Attn: Code 52-35/204

(H. F. Bauman) 1
Duracell International Inc. Code 52-35/204 (T. Katan) 1
Attn: Library 1 Palo Alto Research Laboratory

Dr. A. N. Dey 1 3251 Hanover Street
Dr. H. Taylor 1 Palo Alto, CA 94304

Laboratory for Physical Science
Burlington, HA 01803 Ray-O-Vac

Attn: S. Megahed 1
Eagle-Picher Industries, Inc. 630 Forward Drive
Attn: V. Hailey 1 Madison, WI 53711
P. 0. Box 47
Joplin, MO 64801 Union Carbide Battery Product

Division
Electrochimica Corporation Attn: R. A. Powers
Attn: Library 1 P.O0. Box 6116

2485 Charleston Road Cleveland, OR 44101
Mountain View, CA 94040

Yardney Electric Corporation
Gould Inc. Attn: R. Dubois
Ocean Systems Division 82 Mechanic Street
Attn: P. Congleton 1 Pawcatuck, CT 96379

S. J. Specht 1
18901 Euclid Avenue
Cleveland, OH 44117 Internal Distribution:

R33 (W. A. Parkhurst) 22
Gould Inc. R33 (S. Dallek) 2
Attn: S. S. Nielsen I R33 (B. F. Larrick) i

Dr. A. Attia 1 R33 (C. E. Mueller) 2
40 Gould Center R33 20
Rolling Meadows, IL 60008 R30 1

R I
E35 (GIDEP Office) 1
E431 9
E432 3

(2)

________________________________________________


